
Steel Framed Partitions - Non-Load Bearing

2 hr.
DESIGN #:

 U411

Two layers 5/8" Type X wallboard attached vertical to each side of 2 1/2” steel studs.

2 hr.
DESIGN #:

 U412

Two layers 1/2" Type C wallboard attached vertical to each side of 1 5/8" steel studs.

2 hr.
DESIGN #:

 V450

Two layers of 5/8" Type X wallboard attached vertical to each side of 2 1/2” UltraSTEEL metal studs.

http://database.ul.com/cgi-bin/XYV/template/LISEXT/1FRAME/showpage.html?name=BXUV.U411&ccnshorttitle=Fire+Resistance+Ratings+-+ANSI/UL+263&objid=1074330485&cfgid=1073741824&version=versionless&parent_id=1073984818&sequence=1
http://database.ul.com/cgi-bin/XYV/template/LISEXT/1FRAME/showpage.html?name=BXUV.U412&ccnshorttitle=Fire+Resistance+Ratings+-+ANSI/UL+263&objid=1074330487&cfgid=1073741824&version=versionless&parent_id=1073984818&sequence=1
http://database.ul.com/cgi-bin/XYV/template/LISEXT/1FRAME/showpage.html?name=BXUV.V450&ccnshorttitle=Fire+Resistance+Ratings+-+ANSI/UL+263&objid=1077576317&cfgid=1073741824&version=versionless&parent_id=1073984818&sequence=1

